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These hybrid cords are certified according to European HO5VV and US SUTW cable norms and can be
used in any country that uses these standards.
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Marking Labels Marking
TwyLock TwyLock WELL SHIN
WS-003D-10 RNOxy WS-002F-11
YYWW-00001 YYWW-00001
16A 250V~ 15A 250V~ 15A 250V~
|
A c\Lus E115330 | 25 | YY.YEAR WW-WEEK SEQUENTIAL No. 16A 250V~ E115330
@ TOVRheinland
UL/CUL according to file E115330
TUV certificates no. R50400892 and R50236631
Note: 10 PCS in one bundle, cables rolled (not kinked)
S Scale
®l: :
/tem Description Approval MLOCI( 5 @G
1 IEC 60320 C20, WS-003D-10, 15/16A / 250V UL.CUL,TUF TwylLock ®is a registered trademark }:5 1| Initial 19.08.2021 | RWUS | FRIE Size: A
2 IEC 60320 [19’ WS—OOZF—11, 15/16A / 250V UL,CUL,TUF of Riedo Networks Ltd. - Switzerland ERev Description Date Drawn |Approved] Page 1 of 2
Title: Part Number / Part Number Range: Rev:
3 SJTW 15AWG 3C 105°C + HO5VV-F 3%x1.5MMSQ UL,CSA,VDE
L |2 Labels with P/N, Seq No. and Production dafe |- TwyLock Power Cord C20-C19 15A | RNO9xy 1
1 2 3 | 4 | 5 |




We reserve all rights in this document and it's subject matter. The recipient herby acknowledges these rights and assures the use of this document only for the purpose it was delivered. © Riedo Networks Ltd

| 2 3 4 | 5
Part no. length (x) Color (y) qty/box kg/box box dimension [UNITS mm unless otherwise stated

RNO911 0.5m (16ft) black 100 12 46x31x24cm

RN0912 0.5m (1.6t) red 100 12 46x31x24cm

RN0913 0.5m (1.6ft) blue 100 12 46x31x24cm

RNO914 0.5m (1.6ft) white 100 12 46x31x24cm

RN0921 1.0m (3.3ft) black 100 15 44x31x20cm

RN0922 1.0m (3.3ft) red 100 15 44x31x20cm RN09|X| 1=black

RN0923 1.0m (3.3ft) blue 100 15 L4x31x20cm 1 =blac

RN09 2L 10m (3.3t white 100 15 L4x31x20cm 2=red

RN0931 15m (5ff) black 100 20 L6x31x2bcm 3=blue

RN0932 15m (5ft) red 100 20 46x31x24cm L=white

RN0933 15m (5ft) blue 100 20 46x31x24cm

RN0934 15m (5ft) white 100 20 46x31x24cm 1=0.5m (1.6ft)

T L Lo 2t0m 31D

um . re X31X cm

RN0943 2.0m (6.6f) blue 50 13 46x31x24cm 3=1.5m (5.0ft)

RNO9L 4 2.0m (6.6f) white 50 13 46x31x24cm 4=2.0m (6.6ft)

RN0951 25m (8.2f1) black 50 15 48x31x26em 5=2.5m (8.2ft)

RN0952 2.5m (8.21) red 50 15 48x31x26¢m 6=3.0m (10.0ft)

RN0953 2.5m (8.2t) blue 50 15 48x31x26cm

RN0954 2.5m (8.2ft) white 50 15 48x31x26cm

RN0961 3.0m (1) black 50 18 48x31x26cm

RN0962 3.0m (10) red 50 18 48x31x26cm

RN0963 3.0m (10) blue 50 18 48x31x26cm

RN096L 3.0m (1) white 50 18 48x31x26cm

5 Scale
TwyLock®|: -
Twylock ® is a registered trademark |.S| 1 | Initial 19.08.2021 | RWUS | FRIE [size: A
of Riedo Networks Ltd. - Switzerland | Rev| Description Date Drawn |Approved] Page 2 of 2
Title: Part Number / Part Number Range: Rev:
TwyLock Power Cord C20-C19 15A | RNO9xy 1
2 3 | 4 | 5 |




CLIENT TITLE CLIENT SER NO. RNO9xy APPROVAL BY :

+0
1A (MARKING): z;;gg
-0
TwyLock sespn| et
Il
WS-003D-10
16A 250V~ 15 250V~ 0l oy
c@)usE115330 Eatbail
Q8|
A
\
\
-\-
()
(’)@ 2 2 M +0.2
Q{‘\/ I 38.71+0.6 ) 4803 R1(PUJE)
M
Y
)

+1
—=0.5
17585
19%9
19min
S
\l\
610
~14.610.3

23

27.5
25.5
6

72.5+1.5

R1(IU/H)
$14.2
SECTION A-A $17.2
23.8
29
4-R4.5 o
4—R4, z FEEF A oo
& 0~5 +0.2
<
5-15 0.3
I+ 15-30 0.5
30~100 0.8
100~300 1.0
300~1000 | 1.2

@S WELL SHIN TECHNOLOGY CO., LTD |customer| RiedoZ2fH  |cHEck BY -

DRAWING NO WS-003D-10 ‘TITLE| WS-003D-10 ORIGINAL DATE| 2021.09.14
REMARK & 8 | K BE | | UNIT MM | REV 0 MANAGER DRAWN BY




CLIENT TITLE CLIENT SER NO. RNO9xy APPROVAL BY :

EIFANAEMARKING):

WS-002F-11

15A 250V~
16A 250V~ E115330

WELL SHIN® J

\
=i
J
\R4min

2
i’

[ |
Vi

| V7
Z i

Zilwjii
ala Wasl
D—

|

=T

=

[

D 7

I7ITITIZ.

X

——

il

>

]
C
L
U=

ui l..'i'!

FEEAIIEE mem

0~5 10.2

5~15 0.3

15~30 10.5
30~100 0.8
100~300 £1.0

300~1000 1.2

@S WELL SHIN TECHNOLOGY CO., LTD |customer| RiedoZ2fH  |cHEck BY -

DRAWING NO WS-002F-11 [TITLE | WS-002F-11 ORIGINAL DATE] 2021.00.14
REMARK & 8 | K BE | | UNIT MM | REV . MANAGER DRAWN BY




~

A02. SJT, SJTW,SJT0,SJT00,SJTOW,SJTOOW ZE#E

PVC Flexible Cord

Copper Conductor B3
JRr— c ‘ PC Jocket 513t
e (ONSTRUCTION : >
| Separator PREEAR
| Filler 75 %
e GENERAL DATA:
YPE CONDUCTOR ( 8% ) INSULATION THICKNESS JACKET THICKNESS OVEE-NL DIAMETER
RISk SIZE NO/mm | ABEERE ) | e SERSME
b RE ) R £0.15(mm)
18AWG/2C 11/0160 076 076 740
18AWG,/36 41/0.160 0.76 0.76 7.90
18AWG,/46 41/0.160 0.76 0.76 8.50
18AWG/56 41/0.160 0.76 0.76 9.3
16AWG,/2C 26/0.254 0.76 0.76 7.90
16AWG/36 26/0.254 0.76 0.76 8.50
16AWG/46 26/0.254 0.76 0.76 9.30
SIT 16AWG/56 26/0.254 0.76 0.76 10.80
siw 14AWG,/2C 41/0.254 0.76 0.76 8.8
SSJJTTOOO T4AW6/36 41/0.254 0.76 0.7 93
SJToW 14AWG/46 41/0.254 0.76 0.76 10.50
SJT00W T4AWG/56 41/0.254 0.76 0.76 11.50
120W6,/2C 65,/0.254 076 1.14 10.5
12AWG/36 65/0.254 0.76 1.14 10.8
12AWG/46 65/0.254 0.76 1.14 12.5
12AW6/56 65/0.254 0.76 1.14 15.5
10AWG/2C 41/0.405 1.14 1.52 14.0
10AWG/36 41/0.405 1.14 1.52 14.7
10AWG/46 41/0.405 1.14 1.52 15.5
Note: Numeber of circuit conductors 2-5, AWG size of circuit conductors 18-10.
Due to 0.D. tolerance, The above information is only for reference.

e DESCRIPTION :

Standard: UL 62 Table 6.13 Non-oil-resistant hard-service cords.
UL 62 Table 6.12 Oil-resistant hard-service cords.

HREE . Ul62 3% 6.13 AEMT M EH B AR
UL62 5= 6.12 it 3p EE a8 A 5 A ERAR

Maximum voltage: 300V. Rated temperature: 60°C .

RAER : 300V, EBERE : 60C.

Conductors material: Soft-annealed copper(7.1 and 7.2).

EREME - BRAERSERE (7.1 0nd7.2),

Core wire and jacket material: PVC(60°C ,75°C ,90°C ,105°C ).

AR R IMERE : PVC(60°C ,75°C 90°C ,105°C ).

The above cords can all be filled with yam, paper and wrapped braids.

AL TR ER TR . B4R, AR

e APPLICATION :

Power supply cord for electrical appliances

www.wellshin.com.tw
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CO04. HOSVV-F Ei&

PVC Flexible Cord
e APPROVAL: @ @ @ @

e (ONSTRUCTION :

PVC Jacket Fh#%

)(@®)

PVC Insulation 4B %45

,7 PVC Jacket SM#E

PVC Insulation 4B %45

—

Copper Conductor E52

® ST —
|

Copper Conductor 82

e GENERAL DATA :

jES Hdh
TYPE CONDUCTOR %EENZ) INSULATION THICKNESS | JACKET THICKNESS OVEE‘;@?’?E_JER
Rk wES ) | oy me | BEEED | MEEE @) | o

075°2C 24/0.20 06 038 63

1.0°2C 32/0.20 06 038 67

1.5°2C 26,/0.254 07 038 79

250 48,/0.254 038 ] 93
4072C 80,/0.26 08 1 10.8

0.75*36 24/0.20 06 038 67

1.0°36 32/0.20 06 038 7]

HOSVV-F 1.5%36 26,/0.254 07 09 85
(Round cords) 2.5°36 48,/0.254 038 1 105
4.0°36 80,/0.26 038 12 15

0.75%46 24/0.20 06 08 7]

1.0%46 32/0.20 06 09 8.0

1.5%46 26,/0.254 07 1 93

25546 48,/0.254 038 1 1
4.0°46 80/0.26 038 12 135
0.75*56 24/0.20 0.6 09 8.30

Note: Number of circuit conductor 256, Area 0.75-4.0mm2.

e DESCRIPTION :

Standard: HD 21.5 S2 Part5: Ordinary polyvinyl chloride sheathed cord.

#EHE 2 HD 21.5 52 Parts: —RRE PVC SMEE AR

Rated voltage: 300V /500V.

B - 300V/500V.

Maximum conductor operation temperature: 60°C .

RAEMIER : 60C.

Conductor: Bare or finned copper

HEAME - RN 5

Insulation: Polyvinyl chloride compound of type T12.

BEME VG

Jucket material: Polyvinyl chloride compound of type TM2.

SMEME : PG

Color code: 2-core: blue and brown.
3-core: green, yellow, blue ande brown.

B 16 B K,
3@ : %\ ﬁ\ g\i}ﬁ%ﬂ%(ﬂﬁ)o

e APPLICATION :

Suitable for indoor small electrical instruments power supply wire.

EHRNEERNER, REERENHE
:%7?0

www.wellshin.com.tw




FLEXIBLE CORD TECHNICAL DATA

STYLE SJTW 15AWG 3C 105°C+HO05VV-F 3G 1. 5MMSQ
Component Cord Type HO5VV-F
Cord No. 3C
Conductor Size (mn) L.5
Construction (NO./mm) 33/0. 254
Material PVC
Average Thickness (mm) 0.76
Insulation Minimum Thickness (mm) 0.69
Over Diameter (mm) 3.24+0.1/-0
Color BROWN ~ BLUE ~ GRN/YEL
Material PVC
Average Thickness (mm) 0.90
Tacket Minimum Thickness (mm) 0.67
Web (mm) /
Over Diameter (mm) 8.9+0. 15
Color BLACK OR COLORED

Marking : (UL)SJITW E90165 105°C VW-1 300V 3X1.65mm*(15AWG) CSA TYPE SJTW 105°C 3X1.65mm*(15AWG)FT1
300V LL57855 WELL SHIN HOSVV-F 3G 1.5mm? — VDEE ®DO®E O IIEMMEQU WELL SHIN+D V-75 250/440V

ORDINARY DUTY NSwW24707 @ WELL SHIN c €

Construction Drawing

Insulation:3-$3.2+0.1/-0

& N
>' N A
GRN/YEL Conductor:33/0.254 _/
i AVG:0.90
MIN:0.67
BLUE Jacket:\\ ©8.91+0.15
. BROWN




File E115330SP Vol. 1 Index Page 1A2 Issued: 1988-09-01
Revised: 2021-03-31
IEC CONFIGURATION
Cat. No. Config. Cord AWG Electrical A/V Sec. Fig- C-UL
WS-003,-003A C14 18,17,16,15,14 10,10,13,15,15/ 1 Yes
/3 125 or 250
WS-003 C14 1872 2.5,7,10/125 or 1 Yes
250
WS-003C-1, C14 18,17,16,15,14 10,10,13,15,15/125 4 Yes
-2, -R, -L /3 or 250
*WS-079 Sheet 18,16/2 7/125 or 2.5/250 12 Yes
C
*WS-079-C Sheet 18,16/2 7/125 or 2.5/250 - Yes
C
*WS-079-1 Sheet 18/2 7/125 or 2.5/250 12A Yes
C
*WS-003D Sheet 17,16,15,14,12 10,13,15,18,20/ 2 Yes
| /3 125 or 250
*WS-003D-L, Sheet 16,15,14,12/3 13,15,18,20/125 or 5,6 Yes
-R | 250
*WS-003E Sheet 18,16,14/2 10,13,15/125 or 3 Yes
G 250
*WS-134 Sheet 18/3 7/125 or 2.5/250 7 Yes
A
WS-003-4 C14 18,17,16/3 10,10,13/7125 or 8 Yes
250
WS-003D-4 C20 16,14,12/3 13,16,20/125 or 9 Yes
250
WS-134-1 C6 1873 7,10/125 or 250 10 Yes
WS-079-3 C8 18,18,16/2 2.5,10,13/125 or 11 Yes
250
WS-003A-1 C14 18,17/3 10,10/250 12,13 Yes
WS-003-10 Cl4 18,17,16,14/3 10,10,13,15/125 or 14 Yes
250
WS-003-2 Sheet 18/3 10/125 or 250 1 Yes
E
WS-003D-10 Sheet 16,15,14,12/3 13,15,15,20/125 or 15 Yes
| 250
NON-STANDARD CONFIGURATION
Cat. No. Cord AWG Electrical A/V Sec. Fig. C-UL
PPC-25P-A,-B,-C,-D,-E 12/3 25/250 1 11 Yes
PPC-25P-5A,-B,-C,-D 10/5 30/250 1 13 Yes
PPC-25P-5AL,-BL,-CL,-DL 10/5 30/250 1 13 Yes
WS-001B14 16,14/2 13,15/125 1 18 Yes
WS-196 10/3 30/250 1 20 Yes
WS-196-1 10/3 307125 1 20 Yes
WS-197 14,12/3 16,16/125 1 21 Yes
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Zertifikat Certificate

. ®
TUVRheinland

Zertifikat Nr. Certificate No. Blatt Sheet
R 50400892 0001
Thr Zeichen Client Reference Unser Zeichen Our Reference Ausstellungsdatum  Date of Issue

05-ZHANGVIVI-50122072 001 10.04.2018 ({(dav/molyr)

Genehmigungsinhaber License Holder Fertigungsstiitte Manufacturing Plant

Well Shin Technology Co., Ltd. Dongguan Well Shin Electronic
No. 196, Xinhu 3rd Rd. Products Co., Ltd.

Neihu, Taipei City 114 Chang Long Control District
Taiwan Hwang Jiang Cheng

Dongguan, Guangdong 523766
P. R. China

Priifzeichen Test Mark Gepriift nach Tested acc. to
Type Approved EN 60320-1:2015
Safety

Regular Production
Surveillance

A

. ®
TUVRheinland

www.tuv.com
ID 1419055595

Zertifiziertes Produkt (Geriteidentifikation) Lizenzentgelte - Einheit
Certified Product (Product Identification) License Fee - Unit

Connector (Plug connector)

Type Designation : WS-003D-10 [=
Trademark : TwyLock (logo) WELL SHIN (logo)

Rated Voltage : AC 250V

Rated Current : 16A

Number of Poles . 2+PE

Standard Sheet + sheet I according to EN 60320-3:2014

Protection Class pleg

Degree of Protection : IP20

Pollution Degree : W

Remark: The labelling requirements acc. to EU Directive
2001/95 have to be observed for distribution within the EEA.
The installation has to be carried out according to
installation instruction accompanying the products.

€n

ANLAGE (Appendix): 1

Dem Zertifikat liegt unsere Prijf- und Zertifizierungsordnung zugrunde und es bestditigt die Konformitdt
des Produktes mit den oben genannten Standards und Prijfgrundlagen. Zusatzliche Anforderungen
in Landern, in denen das Froduki in Verkehr gebrachi werden soli, miissen zusdtziich

betrachtet werden. Die Herstellung des zertifizierten Produktes wird iiberwacht.

This certificate is based on our Testing and Certification Regulation and states the conformity

of the product with the standards and testing requirements as indicated above. Any additional
requirements in countries where the product is going to be marketed have to be considered
additionally. The manufacturing of the certified product is subject to surveillance.

TUV Rheinland LGA Products GmbH, Tillystrafie 2, 90431 Niirnberg

Tel  +49 221 806-1371 e-mail: cert-validity@de tuv.com
Fax: +49 221 806-3935 http://www tuv.com/safety

10/020d 04.08 ® TUV, TUEV and TUV are registered trademarks. Utilisation and application requires prior approval



. _ 0
TOV Rheinland (China) Ltd. A TUVRheinlan

Member of TUV Rheinland Group Precisely Right.
Well Shin Technology Co., Ltd. Date : 10.04.2018
Mr. Channing Hsieh Our ref. : ZHANGVIVI 05
ADM : invoice Your ref.:

No. 196, Xinhu 3rd Rd.
Neihu, Taipei City 114
Taiwan

Ref : R TUV-Mark Approval
Type of Equipment : Plug connector
Model Designation : See Certificate

Certificate No. : R 50400892 0001
Report No. : 50122072 001

Dear Mr. Channing Hsieh,

The above specified technical equipment has been tested and found to
be in accordance with the relevant requirements.

Enclosed you will find the certificate of approval.

If cancellation of the certificate is submitted by November 15 in a
given year, no fee will be charged for the following year.
assistance and continuous services in the future.

Please contact our office for approval of your new products.

With kind regards,

Certification Body4/¢§§§§,’

o i)

6. vin e

Enc Te
EBEEBRRIESHmwww.certipedia.com®& 3, BRI R T ZMMAL800 999 3668 / 400 883 1300%39
TUV Rheinland (China) Ltd. Unit 707, AVIC Bldg., No. 10B, JItRAFABRE=IADEEZ10S  Tel: (8610)6566 6660
ESRMINERS (PE) BRAT Central Road, East3rd Ring Y4B AEI07R Fax: (8610)6566 6667

Road, Chaoyang District, Bi4m: 100022 e-mail: info@bj.chn.tuv.com
Beijing, 100022, P.R.China Internet: http://www.chn.tuv.com



File E115330SP Vol. 1 Index Page 2 Issued: 1988-09-01
Revised: 2020-08-25
IEC CONFIGURATION
Cat. No. Config. Cord AWG AV Sec. Fig. C-UL
WS-002E c17 18,16,14/2 10,13,15/125,250 2 - Yes
WS-002E-1  C17 18,16,14/2 10,13,15/125,250 2 - Yes
WS-002E-R  C17 18,16,14/2 10,13,15/125,250 2 _ Yes
WS-002E-2  C17 18,16,14/2 10,13,15/125,250 2 - Yes
WS-002E-L  C17 18,16,14/2 10,13,15/125,250 2 _ Yes
WS-002F c19 18,17,16,15,14,12/3  10,10,13,15,15,20/125 or 250 2 6 Yes
WS-002F-1  C19 18,17,16,15,14,12/3  10,10,13,15,15,20/125 or 250 2 6A Yes
WS-002F c19 18,17,16,15,14,12/3  10,10,13,15,15,20/125 or 250 2 61 Yes
(A.C.1)
WS-002-18  C13 18,16,14/3 10,13,15/125,250 2 28 Yes
WS-002B1 C13 18,18,16,14/3 7,10,13,15/125,250 2 29 Yes
WS-002F-2  C19 18,17,16,15,14,12/3  10,10,13,15,15,20/125 or 250 2 6A Yes
WS-002H c23 18,17,16,15,14,12/2  10,10,13,15,15,16/125 or 250 2 6 Yes
ws-027 c7 18,18,18,16/2 2.5,5,7,7/125 or 2.5/250 2 4 Yes
*WS-027 c7 18,16/2 7,7/125 or 2.5/250 2 41 Yes
(A.C.1)
WS-027A c7 18,18,16/2 7,10,13/125,250 2 - Yes
*WS-027A-2  C7 18,16/2 7,7/125 or 2.5/250 2 4A Yes
*WS-027B c7 18,16/2 7,7/125 or 2.5/250 2 4C Yes
*WS-027C c7 18,16/2 7,7/125 or 2.5/250 2 4D Yes
*WS-027D c7 18,16/2 7,7/125 or 2.5/250 2 4E Yes
*WS-027-H  C7 18,16/2 7,7/125 or 2.5/250 2 4B Yes
WS-029 c1 20,1872 2,2/250 2 9 Yes
*WS-083 c5 18,17/3;18,17/2 7/125 or 2.5/250 2 5 Yes
WS-083-1 c5 18,17/3 7/125 or 2.5/250 2 5 Yes
WS-083-2 c5 18,17/3 7/125 or 2.5/250 2 5 Yes
Ws-083-4 c5 18/3 10/125,250 2 7 Yes
WS-083-5 c5 1872 10/125,250 2 7 Yes
*WS-083-6  C5 18, 17/3 7/125 or 2.5/250 2 5A Yes
WS-002-4 c13 18/3 10/125,250 2 8 Yes
Ws-002-21  C13 18/3 10/125 2 36 Yes
WS-002-20A  C13 16,1473 13,15/125,250 2 37 Yes
WS-027-5 c7 18/2 10/125,250 2 48 Yes
WS-083-A c5 18/3 10/125,250 2 49 Yes
WS-002A-3  C13 1873 10/125,250 2 50 Yes
*WS-027-7  C7 18/2 7/125 or 2.5/250 2 58 Yes
WS-027D-3 c7 18/2 2.5 or 10/125 2 59 Yes
10/250 2 59 Yes
WS-002-23 C13 18,18,16,14/3 7,10,13,15/125 or 250 6 1 Yes
Ws-027-8 c7 18/2 7,10/125 or 250 6 2 Yes
WS-002A-4A  C13 18,18,17,16,15,14/3  7,10,10,13,10,15/125 or 250 6 5 Yes
[ ws-002F-11  C19 16,15,14,14,12/3 13,15,15,16,20/125 or 250 6 6 Yes
WS-083-C C5 1873 107125 6 7 Yes
WS-002A-4  C13 18,18,17/3 7,10,10/125 or 250 6 8 Yes
WS-002A-4A  C13 18/3 7,10/125 or 250 6 - Yes
(A.C.1)
WS-002E-3 c17 18/2 7,10/125 or 250 6 9 Yes
WS-002A-R4  C13 18,18,17,16/3 7,10,10,13/125 or 250 6 10 Yes
WS-027D-4 c7 18/2 7/125 6 11 Yes
WS-027-11 c7 18/2 2.5/125 6 12 Yes
WS-002F-0 c19 16,14,12/3 13,15 or 16,20/ 6 14 Yes
125 or 250
WS-002G-4  C21 16,14,14,12/3 13,15,16,20/125 or 250 6 15 Yes
*WS-027D-5  C7 18/2 7/125 or 2.5/250 6 16 Yes
WS-002A- C13 18,18,17,16,15,14/3  7,10,10,13,15,15/125 or 250 6 17 Yes
L5, WS-
002A-R5
WS-002B-6, C13 18,18,17,16,15,14/3  7,10,10,13,15,15/125 or 250 6 18 Yes

WS-002B-7
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Zertifikat Certificate

. ®
Zertifikat Nr. Certificate No. Blatt Page TUVRheinland
R 50236631 0001
Ihr Zeichen Client Reference Unser Zeichen Our Reference Ausstellungsdatum I‘)iate/ of Issue
05-LY- 16041205 001 11.09.2012  (d@/molr
Genehmigungsinhaber License Holder Fertigungsstiitte Manufacturing Plant
Well Shin Technology Co., Ltd. Dongguan Well Shin Electronic
No. 196, Xinhu 3rd Rd. Products Co., Ltd.
Neihu, Taipei City 114 Chang Long Control District
Taiwan Hwang Jiang Cheng
Dongguan, Guangdong 523766
P.R. China
Priifzeichen Test Mark Gepriift nach Tested acc. to
. EN 60320-1:2001+A1
\ﬂ‘N' v‘ﬂ‘o

& A % BAUART

= = GEPROFT

Z TOVRheivtang = TYPE

"‘;,—QS APPRGVED

20090008

Zertifiziertes Produkt (Geriteidentifikation) Lizenzentgelte - Einheit
Certified Product (Product Ydentification) License Fee - Unit

Steckverbinder (Connector)

Type Designation : WS-002F-11 5
Rated Voltage : AC 250V

"Rated Current : 1l6A

Number of Poles : 2+4PE

Standard Sheet : A9

Protection Class e T

Degree of Protection : IP20

Pollution Degree )

Remark: The labelling requirements acc. to EU Directive
2001/95 have to be observed for distribution within the EEA.
The installation has to be carried ocut according to
installation instruction accompanying the products.

"ANLAGE (Appendix): 1

Dem Zertifikat liegt unsere Priif- und Zertifizierungsordnung zugrunde und es bestitigt die Konformitdr
des Produktes mif den oben genannten Standards und Priifgrundlagen. Zusitzliche Anforderungen

in Léndern, in denen das Produkt in Verkehr gebracht werden soll, miissen zusdtzlich Zertifizierungsstelle
betrachtet werden. Die Herstellung des zertifizierten Produktes wird iiberwacht.

This certificate is based on our Testing and Certification Regulation and states the conformity
of the product with the standards and testing requirements as indicated above. Any additional
requirements in countries where the product is going fo be marketed have to be considered
additionally. The manufacturing of the certified product is subject to surveillance,

TUV Rheinland LGA Preducts GmbH - Tillystralle 2 - 90431 Niirnberg
Tel.: (+49/221)8 06 - 13 71  c-mail: cert-validiy@de. tuv. . -
Fax: (+49/221)8 06 - 39 35 http:lf’wwsv.t::.::olg!safetyv o Dipl.-Ing. (FH) T. Zimmer

10020 0408 & TUV. TUEY and TLV are registered trademarks, Utihsation and apphcation requiras prige approval



A TUVRheinland®

TUV Rheinland (China) Ltd.

Member of TUV Rheinland Group Precisely Right.
Well Shin Technology Co., Ltd. Date : 10.04.2018
Ms. Y. T. Lien Our ref. : ZHANGVIVI 05
= Your ref.:

Neo. 196, Xinhu 3rd Rd.
Neihu, Taipei City 114
Taiwan

Ref : R TUOV-Mark Approval
Type of Equipment : Connector
Model Designation : See Certificate

Certificate No. : R 50236631 0002
Report No. : 16041205 003

Dear Ms. Y. T. Lien,

The above specified technical equipment has been tested and found to
be in accordance with the relevant regquirements.

Enclosed you will find the certificate of approval.

If cancellation of the certificate is submitted by November 15 in a
given year, no fee will be charged for the following year.

We appreciate your kind support and would like to offer our
assistance and continuous services in the future.

Please contact our office for approval of your new products.

With kind regards,

Certification Body
/ °
/

En sure

EPEEMRRIEEFEwww.certipedia.com&E 5], KR R I ZRA4LL800 999 3668 / 400 883 1300&1

TUV Rheinland (China) Ltd. Unit 707, AVIC Bldg., No. 10B, JtRMHIAMBRAF=APIEL10S  Tel: (8610)6566 6660
EERMIAERS (PE) BRAT  Central Road, East 3rd Ring Q@R ABIOT=E Fax: (8610)6566 6667
Road, Chaoyang District, fiB4s: 100022 e-mail: info@bj.chn.tuv.com

Beijing, 100022, P.R.China Internet: http://www.chn.tuv.com



Zertifikat Certificate

- ®
TUVRheinland

Zertifikat Nr. Certificate No. Blatt Page
R 50236631 0002
Ihr Zeichen Client Reference Unser Zeichen Our Reference Ausstellungsdatumm  Date of Issue

05-ZHANGVIVI- 16041205 003 10.04.201g (day/mo/yr)

Genehmigungsinhaber License Holder Fertigungsstitte Manufacturing Plant

Well Shin Technology Co., Ltd. Dongguan Well Shin Electronic
No. 196, Xinhu 3rd Rd. Products Co., Ltd.

Neihu, Taipei City 114 Chang Long Control District
Taiwan Hwang Jiang Cheng

Dongguan, Guangdong 523766
P. R. China

Priifzeichen Test Mark Gepriift nach Tested acc. to

Bauart gepriift EN 60320-1:2015
g Sicherheit

RegelmélRige

Produktions-

uberwachung

o ®
TUVRheinland

ZERTIFIZIERT www.tuv.com
ID 2000000000

Zertifiziertes Produkt (Geriteidentifikation) Lizenzentgelte - Einheit
Certified Product {Product Identification) License Fee - Unit

Steckverbinder (Connector)

as page 0001

Change
Test Requirement : see above
Standard Sheet : sheet Cl9 according to EN 60320-3:2014

Remark: The labelling requirements acc. to EU Directive
2001/95 have to be observed for distribution within the EEA.
The ingtallation has to be carried out according to
installation instruction accompanying the products.

Dem Zertifikat liegt unsere Prif- und Zertifizierungsordnung zugrunde und es bestitigt die Konformitit
des Produktes mit den oben genannten Standards und Prifgrundlagen. Zusdizliche Anforderungen
in Ldndern, in denen das Produkt in Verkehr gebracht werden soli, miissen zusdtzlich

betrachtet werden. Die Herstellung des zertifizierten Produktes wird fiberwacht.

This certificate is based on our Testing and Certification Regulation and states the conformity
of the product with the standards and testing requirements as indicated above. Any additional
requirements in countries where the product is going to be marketed have to be considered
additionaily. The manyfacturing of ihe ceriified produci is subjeci ic surveillance.

TUV Rheinland LGA Products GmbH - TillystraBe 2 - 90431 Niirnberg
Tel.: (+49/221)8 06 - 13 71  e-mail: cert-validity@de.tuv.com
Fax: (+49/221)8 06 -~ 39 35  http://www.tuv.com/safety

10/020d 04.08 ® TUV, TUEY and TUV are registered trademarks. Utilisation and application requires prior approval



File E90165 Vol. 1 Index Page 1 Issued: 08-25-84
Revised: 11-29-99

INDEX
Type Section
* SPT-1, SPT-2, SPT-3, NISPT-1, 1
NISPT-2
SvT, SJT, ST, SJTO, STO, 2
SJTW, STW

Clock Cords

SCDLS



VD E Pruf- und Zertifizierungsinstitut

ZEICHENGENEHMIGUNG
MARKS APPROVAL

Well Shin Technology Co., Ltd.
No. 196 Xinhu 3rd Road
114 NEIHU DISTRICT, TAIPEl CITY
TAIWAN

ist berechtigt, fur ihr Produkt /
is authorized to use for their product

Starkstromleitungen fiir allgemeine Anwendungen
- Flexible Leitungen
mit thermoplastischer PVC-Isolierung
Cables for general applications
- Flexible cables with
thermoplastic PVC insulation
die hier abgebildeten markenrechtlich geschitzten Zeichen
flr die ab Blatt 2 aufgefUhrten Typen zu benutzen /
the legally protected Marks as shown below for the types referred to on page 2 ff.

| ENEEE  DEBRE |
<JVDE> oderfor <I>ow[> oderfor

schwarz rot
black red

Geprift und zertifiziert nach /
Tested and certified according to

DIN EN 50525-2-11 (VDE 0285-525-2-11):2012-01; EN 50525-2-11:2011

Aktenzeichen: 1528100-5140-0005 / 176873

File ref.:

VDE Prif- und Zertifizierungsinstitut GmbH  Ausweis-Nr. 40007541 Blatt 1

VDE Testing and Certification Institute Certificate No. Page

Zertifizierungsste”e | Certification Weitere Bedingungen siehe Riickseite und Folgeblatter /

further conditions see overleaf and following pages
Q, S Offenbach, 2003-08-26
S. Berber (letzte Anderung/updated 2013-05-15 )
VDE Zertifikate sind nur giltig bei Verdffentlichung unter: http://www .vde.com/zertifikat
VDE certificates are valid only when published on: http://www .vde.com/certificate

VDE



VDE Pruf- und Zertifizierungsinstitut Ausweis-Nr. /  Blatt /

Certificate No. page

Zeichengenehmigung 40007541 2

Name und Sitz des Genehmigungs-Inhabers / Name andregistered seat of the Certificate holder
Well Shin Technology Co., Ltd., No. 196 Xinhu 3rd Road, 114 NEIHU DISTRICT, TAIPElI CITY,
TAIWAN

Aktenzeichen / File ref. letzte Anderung / updated Datum / Date
1528100-5140-0005 / 176873 / CC5 |/ HEG 2013-05-15 2003-08-26

Dieses Blatt gilt nur in Verbindung mit Blatt 1 des Zeichengenehmigungsausweises Nr. 40007541
This supplement is only valid in conjunction with page 1 of the Certificate No. 40007541.

Starkstromleitungen fur allgemeine Anwendungen
- Flexible Leitungen

mit thermoplastischer PVC-Isolierung

Cables for general applications

- Flexible cables with

thermoplastic PVC insulation

Typ(en) / Type(s):

HO3VV-F 2...3 x 0,5...0,75 mm? +
HO3VVH2-F 2 x 0,5...0,75 mm?2 +
HO5VV-F 2...5 x 0,75...4 mm? X
HO5VVH2-F 2 x 0,75...1,0 mm?2 +
Leitungsbauart Standardleitungen

Type of cable General purpose cables

Firmenzeichen WELL SHIN+ D

Trademark

Dieser Zeichengenehmigungs-Ausweis bildet eine Grundlage fir die EG-Konformitatserklarung und
CE-Kennzeichnung durch den Hersteller oder dessen Bevollmachtigten und bescheinigt die Konformitét
mit den grundlegenden Schutzanforderungen der EG-Niederspannungsrichtlinie 2006/95/EG mit ihren
Anderungen.

This Marks Approval is a basis for the EC Declaration of Conformity and the CE Marking by the
manufacturer or his agent and proves the conformity with the essential safety requirements of the
EC Low-Voltage Directive 2006/95/EC including amendments.

VDE Priif- und Zertifizierungsinstitut GmbH
VDE Testing and Certification Institute
Abteilung CC5

Section CC5

VDE Prif- und Zertifizierungsinstitut GmbH * Testing and Certification Institute

Merianstrasse 28, D-63069 Offenbach Phone + 49 (0) 69 83 06-0
Telefax + 49 (0) 69 83 06-555



VDE Prif- und Zertifizierungsinstitut Ausweis-Nr. | Beiblatt /

Certificate No. Supplement

Zeichengenehmigung 40007541

Name und Sitz des Genehmigungs-Inhabers / Name andregistered seat of the Certificate holder
Well Shin Technology Co., Ltd., No. 196 Xinhu 3rd Road, 114 NEIHU DISTRICT, TAIPElI CITY,
TAIWAN

Aktenzeichen / File ref. letzte Anderung / updated Datum / Date
1528100-5140-0005 / 176873 / CC5 |/ HEG 2013-05-15 2003-08-26

Dieses Beiblatt ist Bestandteil des Zeichengenehmigungsausweises Nr. 40007541.
This supplement is part of the Certificate No. 40007541.

Starkstromleitungen fur allgemeine Anwendungen
- Flexible Leitungen

mit thermoplastischer PVC-Isolierung

Cables for general applications

- Flexible cables with

thermoplastic PVC insulation

Fertigungsstétte(n)
Place(s) of manufacture

Referenz/Reference Dong Guan Well Shin Electronic
30009474 Products Co., Ltd.
Chang Long Control District
Hwang Jiang Cheng
523766 DONGGUAN CITY
Guangdong
CHINA

VDE Priif- und Zertifizierungsinstitut GmbH
VDE Testing and Certification Institute
Abteilung CC5

Section CC5

VDE Prif- und Zertifizierungsinstitut GmbH * Testing and Certification Institute

Merianstrasse 28, D-63069 Offenbach Phone + 49 (0) 69 83 06-0
Telefax + 49 (0) 69 83 06-555



VDE Pruf- und Zertifizierungsinstitut Ausweis-Nr. /  Infoblatt /

Certificate No. Info sheet

Zeichengenehmigung 40007541

Name und Sitz des Genehmigungs-Inhabers / Name andregistered seat of the Certificate holder
Well Shin Technology Co., Ltd., No. 196 Xinhu 3rd Road, 114 NEIHU DISTRICT, TAIPElI CITY,
TAIWAN

Aktenzeichen / File ref. letzte Anderung / updated Datum / Date
1528100-5140-0005 / 176873 / CC5 |/ HEG 2013-05-15 2003-08-26

Dieses Blatt gilt nur in Verbindung mit Blatt 1 des Zeichengenehmigungsausweises Nr. 40007541
This supplement is only valid in conjunction with page 1 of the Certificate No. 40007541.

Genehmigung zum Benutzen des auf Seite 1 abgebildeten markenrechtlich geschitzten Zeichens des
VDE:

Grundlage fur die Benutzung sind die Allgemeinen Geschéftsbedingungen (AGB) der VDE Pruf- und
Zertifizierungsinstitut GmbH (www.vde.com\AGB-Institut). Das Recht zur Benutzung erstreckt sich nur
auf die bezeichnete Firma mit den genannten Fertigungsstatten und die oben aufgefiihrten Produkte
mit den zugeordneten Bezeichnungen. Die Fertigungsstatte muss so eingerichtet sein, dass eine
gleichmafige Herstellung der gepruften und zertifizierten Ausfihrung gewéahrleistet ist.

Die Genehmigung ist so lange gultig wie die VDE-Bestimmungen gelten, die der Zertifizierung zu-
grunde gelegen haben, sofern sie nicht auf Grund anderer Bedingungen aus der VDE Priuf- und
Zertifizierungsordnung (PM102) zurlickgezogen werden muss.

Der Gultigkeitszeitraum einer VDE-GS-Zeichengenehmigung kann auf Antrag verlangert werden. Bei
gesetzlichen und / oder normativen Anderungen kann die VDE-GS-Zeichengenehmigung ihre Giiltigkeit
zu einem friheren als dem angegebenen Datum verlieren.

Produkte, die das Biozid Dimethylfumarat (DMF) enthalten, dirfen gemal der Kommissionsent-
scheidung 2009/251/EG nicht mehr in den Verkehr gebracht oder auf dem Markt bereitgestellt
werden.

Der VDE-Zeichengenehmigungsausweis wird ausschlie8lich auf der ersten Seite unterzeichnet.

Approval to use the legally protected Mark of the VDE as shown on the first page:

Basis for the use are the general terms and conditions of the VDE Testing and Certification Institute
(www .vde.com\terms-institute). The right to use the mark is granted only to the mentioned company
with the named places of manufacture and the listed products with the related type references. The
place of manufacture shall be equipped in a way that a constant manufacturing of the certified
construction is assured.

The approval is valid as long as the VDE specifications are in force, on which the certification is
based on, unless it is withdrawn according to the VDE Testing and Certification Procedure
(PM102E).

The validity period of a VDE-GS-Mark Approval may be prolonged on request. In case of changes in
legal and / or normative requirements, the validity period of a VDE-GS-Mark Approval may be
shortened.

Products containing the biocide dimethylfumarate (DMF) may not be marketed or made available on
the EC market according to the Commission Decision 2009/251/EC.

The approval is solely signed on the first page.
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